MATRIX: Up to 113/50
MAXIMUM OUTPUT: Up to =
20dB reduction in 2dB steps e

(range varies by channel)

COMPLETELY-IN-CANAL BATTERY SIZE: 10

ANSI/IEC DATA

CIC 113/50

ANSI/IEC  IEC OES

3 Measurement  occ Coupler Coupler

g Peak OSPL90 (dB SPLJ 113 123
I
HFA OSPL90 (dB SPL) 108 N/A
Frequency (Hz) RTF OSPL90 (dB SPLJ N/A 115
Aries CIC fitting range. )

Peak Gain (dB) 50 59
OSPL90 @ FOG 50 @ HFA Full-On Gain (dB) 45 N/A
RTF Full-On Gain (dB]) N/A 52

Frequency Range (Hz) 100-6600  100-7200
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N/A 1.6

HFA Frequencies (kHz) 1.0,16,2.5 N/A

Frequency (Hz)

Reference Test Gain (dB) 31 40
OSPL90 (gray] and Full-On Gain [black]
curves for the Aries CIC at 113/50. Harmonic Distortion
500 Hz (%) <3 <3
800 Hz (%) <3 <3
1600 Hz (%) <3 <3

Induction Coil Sensitivity

HFA SPLITS (ANSI) (dB SPL) 91 N/A
MASL (IEC) (dB SPLJ N/A 82
Battery Curfeﬁ%l[/nleAC] 13 13

Idle Current (mA) 1.2 1.2
Estimated Battery Life

for 16-Hour Day

10 Zinc Air (days) 3-5
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