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) '
. ‘ mRIC 312 60 % ™ ~
Livio Edge Al 2400 | 2000 | 1600 z
Livio Al 2400 | 2000 | 1600 w e e
Livio 2400 | 2000 | 1600
Color Guide Accessory Compatibility = Patient Features = Livio Edge Al/
o TV * Tinnitus Technology Livio Al Technology
Standard . “ ‘ ’ ‘ y ‘ e Remote Microphone + e Wireless Connectivity « Healthable hearing
Colors i * Remote technology with
Bright White  Black Slate Sterling  Espresso  Bronze  Champagne * Mini Remote Microphone embedded sensors and
with Sterling * Table Microphone artificial intelligence

¢ 2.4 GHz Programmer

40 Gain Data 50 Gain Data LUCCILRE G ) Matrices: 107/40, 115/50, 120/60 b Battery Size: 312

ANSI/IEC IEC OES ANSI/IEC IEC OES ANSI/IEC IEC OES

Measurement 2cc Coupler Coupler 2cc Coupler Coupler 2cc Coupler Coupler

Peak OSPLO0 (dB SPL) 107 120 115 127 120 131 e e Matrix 107/40
HFA 0SPL90 (dB SPL) 102 N/A 109 N/A 117 N/A °
RTF OSPL90 (dB SPL) N/A 112 N/A 119 N/A 127
Peak Gain (dB) 40 52 50 63 60 71 “ m
HFA Full-On Gain (dB) 35 N/A 45 N/A 56 N/A © /A/\ °
RTF Full-On Gain (dB) N/A 43 N/A 55 N/A 65 o
Frequency Range (Hz) <100-9400 <100-9400 <100-9600 <100-9600  <100-9200 <100-9600 -
Reference Test Freq. (kHz) N/A 1.6 N/A 1.6 N/A 1.6

HFA Frequencies (kHz) 1.0,1.6,2.5 N/A 1.0,1.6,2.5 N/A 1.0,1.6,2.5 N/A osPLs0 Focs0 @ Matrix 115/50
Reference Test Gain (dB) 25 36 32 44 40 52 :: :f:
Equivalent Input Noise (dB) 26 26 26 26 26 26 /s/\JJ/\
Harmonic Distortion o 8
500 Hz (%) <3 <3 <3 <3 <3 <3 :: :
800 Hz (%) <3 <3 <3 <3 <3 <3 ’ N
1600 Hz (%) <3 <3 <3 <3 <3 <3 = =
Induction Coil Sensitivity

HFA SPLITS (ANSI) (dB SPL) N/A N/A N/A N/A N/A N/A osPlso m  Foos0 @ Matrix 120/60
MASL (IEC) (dB SPL) N/A N/A N/A N/A N/A N/A
ANSINEC 1.8* 1.7¢ 1.9¢ 1.8* 2.1* 2.0* 0 — 0 /\
Battery Current (mA) . \ .
Idle Current (mA) 1.7% 1.7¢ 1.7¢ 1.7% 1.8* 1.9 @ ©
Estimated Battery Life * °
for 16-Hour Day ? &0
312 Zinc Air (days) 4-7* 4-7* 4-7* 4-7* 4-7* 4-7* i o o
Tinnitus Therapy Stimulus

Max RMS Output (dB SPL) 87 87 87

Outgat Level (8B 5P w7 w7 w7

Max 1/3 Octave Output (dB SPL) 87 87 87

*Results will vary based on wireless usage. Livio and Healthable are trademarks of Starkey Laboratories, Inc.
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. RECEIVER-IN-CANAL O mresizso
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. ‘ mRIC 312 60 % 7 ~
Livio Edge Al 1200 | 1000 z
Livio Al 1200 | 1000 T
Livio 1200 | 1000
Color Guide Accessory Compatibility = Patient Features = Livio Edge Al/
o TV * Tinnitus Technology Livio Al Technology
Standard . “ ‘ ’ ‘ y ‘ e Remote Microphone + e Wireless Connectivity « Healthable hearing
Colors i * Remote technology with
Bright White  Black Slate Sterling  Espresso  Bronze  Champagne * Mini Remote Microphone embedded sensors and
with Sterling * Table Microphone artificial intelligence

¢ 2.4 GHz Programmer

40 Gain Data 50 Gain Data LUCCILRE G ) Matrices: 107/40, 115/50, 120/60 b Battery Size: 312

ANSI/IEC IEC OES ANSI/IEC IEC OES ANSI/IEC IEC OES

Measurement 2cc Coupler Coupler 2cc Coupler Coupler 2cc Coupler Coupler

Peak OSPL0 (dB SPL) 107 120 115 127 120 131 Matrix 107/40

HFA 0SPL90 (dB SPL) 102 N/A 109 N/A 117 N/A P 08 oS 120

RTF OSPL90 (dB SPL) N/A 112 N/A 119 N/A 127 : ::

Peak Gain (dB) 40 52 50 63 60 7 W )

HFA Full-On Gain (dB) 35 N/A 45 N/A 56 N/A o &

RTF Full-On Gain (dB) N/A 43 N/A 55 N/A 65 ‘2: :

Frequency Range (Hz) <100-7700 <100-7700 <100-7700 <100-7800 <100-7700 <100-7800 - - -

Reference Test Freq. (kHz) N/A 1.6 N/A 1.6 N/A 1.6

HFA Frequencies (kH2) 1.0,1.6,25  N/A 1.0,1.6,2.5 N/A 1.0,1.6,2.5 N/A osplo @ FoGE @ Matrixil15/50

Reference Test Gain (dB) 25 36 32 44 40 52 :: :i

Equivalent Input Noise (dB) 26 26 26 26 26 26 m

Harmonic Distortion “0 /\/_'—_/\ &

500 Hz (%) <3 <3 <3 <3 <3 <3 : :

800 Hz (%) <3 <3 <3 <3 <3 <3 ’ N

1600 Hz (%) <3 <3 <3 <3 <3 <3 =

Induction Coil Sensitivity

HFA SPLITS (ANSI) (dB SPL) N/A N/A N/A N/A N/A N/A OSPLO0 @ FOG50 @ Matrix 120/?:
w

MASL (IEC) (dB SPL) N/A N/A N/A N/A N/A N/A 0 g2
70 /—\f 110

gg‘ﬁgr';%u”em (mA) 1.8* 1.7* 1.9 1.8* 2.1* 2.0 o//_ :o

Idle Current (mA) 1.7% 1.7% 1.7% 1.7% 1.8% 1.9% “ 8

Estimated Battery Life : :

for 16-Hour Day .

312 Zinc Air (days) 4-7* 4-7* 4-7* 4-7* 4-7* 4-7* = - -

Tinnitus Therapy Stimulus

Max RMS Output (dB SPL) 87 87 87

utput Leve (68 57 o7 o7 o

Max 1/3 Octave Output (dB SPL) 87 87 87

*Results will vary based on wireless usage. Livio and Healthable are trademarks of Starkey Laboratories, Inc.

© 2019 Starkey. All Rights Reserved. 12/19 SPEC2886-03-EE-ST



/. mRIC 312 AP

ABSOLUTE

Livio Edge Al 2400 | 2000 | 1600

Livio Al 2400 | 2000 | 1600
Livio 2400 | 2000 | 1600

Color Guide

Standard §
Colors . “ | ‘ . ‘ E‘
vnmgném:eg Black  Slate  Sterling Espresso  Bronze  Champagne
60 Gain Data
Measurement chN(s::)llzlE)fer I(}Etﬁlglisr Z?GNIS::)/tI:)fer
Peak OSPL90 (dB SPL) 123 133 130
HFA 0SPL90 (dB SPL) 117 N/A 124
RTF OSPL90 (dB SPL) N/A 130 N/A
Peak Gain (dB) 60 70 70
HFA Full-On Gain (dB) 54 N/A 65
RTF Full-On Gain (dB) N/A 66 N/A
Frequency Range (Hz) <100-5500 <100-5700
Reference Test Freq. (kHz) N/A 1.6 N/A
HFA Frequencies (kHz) 1.0,1.6,2.5 N/A 1.0,1.6,2.5
Reference Test Gain (dB) 40 55 47
Equivalent Input Noise (dB) 26 26 26
Harmonic Distortion
500 Hz (%) <3 <3 <3
800 Hz (%) <3 <3 <3
1600 Hz (%) <3 <3 <3
Induction Coil Sensitivity
HFA SPLITS (ANSI) (dB SPL) N/A N/A N/A
MASL (IEC) (dB SPL) N/A N/A N/A
ggtstle/rls(é)urrent (mA) rr L 1.97
Idle Current (mA) 1.7* 1.7* 1.7*
Estimated Battery Life
for 16-Hour Day
312 Zinc Air (days) 4-7* 4-7* 4-7*
Tinnitus Therapy Stimulus
Max RMS Output (dB SPL) 87 87
Output Lovel (8 SPL) o o
Max 1/3 Octave Output (dB SPL) 87 87

*Results will vary based on wireless usage.

RECEIVER-IN-CANAL rower

Accessory Compatibility
o TV

¢ Remote Microphone +

¢ Remote

e Mini Remote Microphone

¢ Table Microphone

e 2.4 GHz Programmer

70 Gain Data

IEC OES
Coupler

140
N/A
139
81
N/A

78

<100-5800 <100-5700

1.6
N/A
64

26

<3
<3

<3

N/A

N/A

1.8*

1.7%

4-7*

Fitting Range

‘ mRIC 312 60 AP
‘ mRIC 312 70 AP

Hearing Level in dB (HL)

25 500 1K 2K 4K 8K

Frequency (Hz)

Patient Features

e Tinnitus Technology
e Wireless Connectivity

Livio Edge Al/
Livio Al Technology

¢ Healthable hearing
technology with
embedded sensors and
artificial intelligence

} Matrices: 123/60, 130/70 } Battery Size: 312

Matrix 123/60
OSPL90 @ FOG50 @
90 130
80 120
T T T
70 110
60 100
o /\/\A w
40 80
. N A\\\ .
60
10 \ 50
100 1000 10000
Matrix 130/70
OSPL90 @ FOGS50 @
100 140
90 130
80 120
70 T 110
60 /—‘—’ 100
50 920
40 80
30 70
20 60
100 1000 10000

Livio and Healthable are trademarks of Starkey Laboratories, Inc.
© 2019 Starkey. All Rights Reserved. 12/19 SPEC2887-03-EE-ST



(., mRIC 312 AP i

¢ ABSOLUTE 3
AR RECEIVER-IN-CANAL rower @ rrcaznw £
Livio Edge Al 1200 | 1000 :
Livio Al 1200 | 1000 - o xw w
Livio 1200 | 1000
Color Guide Accessory Compatibility = Patient Features = Livio Edge Al/

o TV * Tinnitus Technology Livio Al Technology

Standard . “ ‘ . ‘ § ‘ ¢ Remote Microphone + e Wireless Connectivity « Healthable hearing
Colors E * Remote technology with

Bright White  Black Slate Sterling  Espresso  Bronze  Champagne * Mini Remote Microphone embedded sensors and

with Sterling e Table Microphone artificial intelligence

e 2.4 GHz Programmer

60 Gain Data 70 Gain Data D Matrices: 123/60, 130/70 ) Battery Size: 312

ANSI/IEC IEC OES ANSI/IEC IEC OES

Measurement 2cc Coupler Coupler 2cc Coupler Coupler
OSPL90 @ FOG50 @ Matrix 123/60
Peak 0SPL90 (dB SPL) 123 133 130 140 @ .
HFA 0SPL90 (dB SPL) 117 N/A 124 N/A ’“’ S
RTF OSPL90 (dB SPL) N/A 130 N/A 139 & 100
50 /\_/\/\ 90
Peak Gain (dB) 60 70 70 81 w \ a0
HFA Full-On Gain (dB) 54 N/A 65 N/A ® °
60
RTF Full-On Gain (dB) N/A 66 N/A 78 B~ o a0l®
Frequency Range (Hz) <100-5500 <100-5700  <100-5800 <100-5700
Reference Test Freq. (kHz) N/A 1.6 N/A 1.6
HFA Frequencies (kHz) 1.0,1.6,2.5 N/A 1.0,1.6,2.5 N/A _osisom Foaso® Matrix 130/70
1 140
Reference Test Gain (dB) 40 55 47 64 L 130
80 120
Equivalent Input Noise (dB) 26 26 26 26 o | o
Harmonic Distortion 8 e 100
50 920
500 Hz (%) <3 <3 <3 <3 w© w0
800 Hz (%) <3 <3 <3 <3 @ ™
20100 1000 IOODDM
1600 Hz (%) <3 <3 <3 <3
Induction Coil Sensitivity
HFA SPLITS (ANSI) (dB SPL) N/A N/A N/A N/A
MASL (IEC) (dB SPL) N/A N/A N/A N/A
ANSI/IEC . . . .
Battery Current (mA) 17 17 1.9 18
Idle Current (mA) 1.7* 1.7* 1.7* 1.7*
Estimated Battery Life
for 16-Hour Day
312 Zinc Air (days) 4-7* 4-7* 4-7* 4-7*
Tinnitus Therapy Stimulus
Max RMS Output (dB SPL) 87 87
Weighted RMS
Output Level (dB SPL) 87 87
Max 1/3 Octave Output (dB SPL) 87 87
*Results will vary based on wireless usage. Livio and Healthable are trademarks of Starkey Laboratories, Inc.

© 2019 Starkey. All Rights Reserved. 12/19 SPEC2888-03-EE-ST
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