Patient Features

| POWER PLUS BTE 13

BEHIND-THE-EAR
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¢ Tinnitus Technology  * Telecoil

* CROS System * Wireless Connectivity

i2000 | i1600

Color Guide Compatible with all SurfLink accessories
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f,, 80 Peak OSPL90 (dB SPL) 140 142 132 136
E 90
§ 100 HFA 0OSPL90 (dB SPL) 131 N/A 118 N/A
110
120 RTF OSPL90 (dB SPL) N/A 136 N/A 125
250 500 1K 2K 4K 8K
Peak Gain (dB) 80 84 76 82
Frequency (Hz)
HFA Full-On Gain (dB) 72 N/A 59 N/A
RTF Full-On Gain (dB) N/A 78 N/A 69
Frequency Range (Hz)
} Matrices: 140/80 } Battery Size: 13 12400, 2000, 11600 <100-5100 <100-6400  <100-5700 <100-7000
Reference Test Freq. (kHz) N/A 1.6 N/A 1.6
HFA Frequencies (kHz) 1.0,1.6,2.5 N/A 1.0,1.6,2.5 N/A
OSPLS0 @ FOGS0 @ Matrix 140/80 Reference Test Gain (dB) 54 61 41 50
95 145
85 135 Equivalent Input Noise (dB) 23 23 23 23
== & Harmonic Distortion
65 %
s 8 500 Hz (%) <3 <3 <3 <3
45 %
= © 800 Hz (%) <3 <3 <3 <3
1600 Hz (%) <3 <3 <3 <3

Induction Coil Sensitivity
Frequency (Hz)

HFA SPLITS (ANSI) (dB SPL) 112 N/A 99 N/A
MASL (IEC) (dB SPL) 98 N/A 87 N/A
OSPL90 @ FOG50 @ Matr‘!,)i(,,ﬂrﬁi?/m ANSI/IEC 2.5% 1.8* 2 5+ 1.8*
e Battery Current (mA) ’ ’ ’ ’
135
125 7 Idle Current (mA) 1.5* 1.5* 1.5* 1.5*
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= Estimated Battery Life
3 for 16-Hour Day
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13 Zinc Air (days) 7-10* 7-10* 7-10* 7-10*
Tinnitus Therapy Stimulus
Max RMS Output (dB SPL) 87 87
Frequency (Hz)
Weighted RMS Output Level (dB SPL) 87 87

Max 1/3 Octave Output (dB SPL) 87 87





