Z SERIES WIRELESS

RIC 312 110/190/i70/i30/i20

RECEl\/ER'lN'CANAL 5OGainData 606ainData

ANSI/IEC IEC OES ANSI/IEC IEC OES
FITTI N G G U | D E Measurement 2cc Coupler  Coupler 2cc Coupler  CGoupler
0 Peak OSPL90 (dB SPL) 115 125 120 130
10
g :z HFA OSPL90 (dB SPL) 109 N/A 115 N/A
o 40
_E 50 RTF OSPL90 (dB SPL) N/A 116 N/A 125
T 60
g Peak Gain (dB) 50 62 60 71
o 80
£
s ,x HFA Full-On Gain (dB) 44 N/A 54 N/A
T
110
D RTF Full-On Gain (dB) N/A 53 N/A 62
250 500 1K 2K 4K 8K
Frequency (Hz) Frequency Range (Hz) 100-7500  100-7500 100-7500  100-7500
Z Series RIC 312 50 (gray) and Z Series Reference Test Freq. (kHz) N/A 1.6 N/A 1.6
RIC 312 60 (black) fitting ranges. _
HFA Frequencies (kHz) 1.0,1.6,2.5 N/A 1.0,1.6,2.5 N/A
Reference Test Gain (dB) 32 M 38 50

SURFLINK ACCESSORY Equivalent Input Noise (dB) ~ <24-26  <24-26 <2426 <24-26
C O M PAT' B | I_ | TY Harmonic Distortion

500 Hz (%) <3 <3 <3 <3
@ @ 800 Hz (%) <3 <3 <3 <3
Mobile Programmer Media Remote 1600 Hz (%) <3 <3 <3 <3

Induction Coil Sensitivity

HFA SPLITS (ANSI) (dB SPL) 86 N/A 93 N/A

CO I—O R G U l D E MASL (IEC) (dB SPL) N/A 80 N/A 91

Colors Battery Current (mA) 15 15 20 2.0
Bright ' . ‘ ‘ ‘ ‘ Idle Current (mA) 1.4 14 14 1.4
Colors

Estimated Battery Life
for 16-Hour Day

312 Zinc Air (days) 6-8 6-8 4-6 4-6
I ——
) Watrices 115/50, 120/60

} Battery Size 312

OSPL90 @ FOG50 @ OSPLO0 @ FOG50 @

OSPL90 (dBSPL)
OSPL90 (dBSPL)

Frequency (Hz) Frequency (Hz)

0SPL90 (gray) and Full-On Gain (black) 0SPL90 (gray) and Full-On Gain (black)
5 curves for the Z Series RIC 312 at 115/50. curves for the Z Series RIC 312 at 120/60.




Z SERIES WIRELESS

RIC 312 AP i110/i90/i70/i30/i20

RECEIVER-IN-CANAL o™ 60 cain vata [l 7/() cain ata

ANSI/IEC IEC OES ANSI/IEC IEC OES
FITTI N G G U | D E Measurement 2cc Coupler  Coupler 2cc Coupler  Coupler
Peak OSPL90 (dB SPL) 123 131 130 137
g HFA OSPL90 (dB SPL) 116 N/A 125 N/A
m
_E RTF OSPL90 (dB SPL) N/A 126 N/A 136
T
E’ Peak Gain (dB) 60 67 70 78
o
£
s HFA Full-On Gain (dB) 53 N/A 64 N/A
T
RTF Full-On Gain (dB) N/A 64 N/A 75
250 500 1K 2K 4K 8K
Frequency (Hz) Frequency Range (Hz) 100-5400  100-5300 100-5300  100-4100
Z Series RIC 312 AP 60 (gray) and Z Series Reference Test Freq. (kHz) N/A 1.6 N/A 1.6
RIC 312 AP 70 (black) fitting ranges. _
HFA Frequencies (kHz) 1.0,1.6,2.5 N/A 1.0,1.6,2.5 N/A
Reference Test Gain (dB) 39 51 48 61

SURFLINK ACCESSORY Equivalent Input Noise (dB) ~ <24-26  <24-26 <2426 <24-26
C O M PAT' B | I_lTY Harmonic Distortion

500 Hz (%) <3 <3 <3 <3
@ @ 800 Hz (%) <3 <3 <3 <3
Mobile Programmer Media Remote 1600 Hz (%) <3 <3 <3 <3

Induction Coil Sensitivity

HFA SPLITS (ANSI) (dB SPL) 95 N/A 102 N/A

COLOR GUIDE MASL (IEC) (dB SPL) N/A 93 N/A 104

" 000000 s

Colors Battery Current (mA) 14 14 15 1.5
Bright ‘ . ‘ ‘ ‘ ‘ Idle Current (mA) 13 13 14 1.4
Colors

Estimated Battery Life
for 16-Hour Day

312 Zinc Air (days) 6-8 6-8 4-6 4-6
|
} Matrices 123/60, 130/70

} Battery Size 312

OSPL90 @ FOG50 @ OSPLO0 @ FOG50 @

OSPL90 (dBSPL)
OSPL90 (dBSPL)

Frequency (Hz) Frequency (Hz)

0SPL90 (gray) and Full-On Gain (black) 0SPL90 (gray) and Full-On Gain (black)
curves for the Z Series RIC 312 AP at 123/60. curves for the Z Series RIC 312 AP at 130/70. 6




