Z SERIES WIRELESS

1110/190/i70/i30/i20

RIC 312 T

R E C E | V E R - | N - C A N A |— ANSI/IEC  IEC OES ANSI/IEC  IEC OES

MICRO

Measurement 2cc Coupler Coupler  2cc Coupler  Coupler
Peak OSPL90 (dB SPL) 115 125 120 130
FITTING GUIDE HFA OSPL90 (dB SPL) 109 N/A 115 N/A
RTF OSPL9O (dB SPL) N/A 116 N/A 125
2 Peak Gain (dB) 50 62 60 71
E HFA Full-On Gain (dB) 44 N/A 54 N/A
i RTF Full-On Gain (dB) N/A 53 N/A 62
§ Frequency Range (Hz) 100-7500 100-7500 100-7500 100-7500
Reference Test Freq. (kHz) N/A 1.6 N/A 1.6
250 500 1K 2K 4K 8K
Frequency (H2) HFA Frequencies (kHz) 1.0,1.6,2.5 N/A 1.0,1.6,2.5 N/A
Z Series micro RIC 312 50 (gray) and Z Series Reference Test Gain (dB) 32 4 38 50
micro RIC 312 60 (black) fitting ranges. Equivalent Input Noise (dB) <2426 <24-26 <2426 <24-26

Harmonic Distortion

SURFLINK ACCESSORY ot <3 <3 < 3
COMPATIBILITY 800 Hz (%) < <3 <3 <

1600 Hz (%) <3 <3 <3 <3
@ @ .\ Induction Coil Sensitivity
HFA SPLITS (ANSI) (dB SPL) N/A N/A N/A N/A
Mobile Programmer Media Remote
MASL (IEC) (dB SPL) N/A N/A N/A N/A
ANSIIEC 1.7 1.7 2.0 2.0

Battery Current (mA)

CO LOR GUlDE Idle Current (mA) 1.3 1.3 1.4 1.4

g}:::?: " ‘ ‘ ‘ . ‘ ‘ Estimated Battery Life

for 16-Hour Day

Bright o . i ) )
Colors ‘ . ‘ ‘ ' ‘ 312 Zinc Air (days) 5-7 5-7 47 4-7

Tinnitus Therapy Stimulus

Max RMS Output (dB SPL) 87 87
Weighted RMS Output Level (dB SPL) 87 87
Max 1/3 Octave Output (dB SPL) 87 87

) Matrices 115/50, 120/60

} Battery Size 312

OSPL90 @ FOG50 @ OSPLO0 @ FOG50 @

—

OSPL90 (dBSPL)
OSPL90 (dBSPL)

Frequency (Hz) Frequency (Hz)

0SPL90 (gray) and Full-On Gain (black) curves 0SPL90 (gray) and Full-On Gain (black) curves
7 for the Z Series micro RIC 312 at 115/50. for the Z Series micro RIC 312 at 120/60.




Z SERIES WIRELESS

1110/190/170/i30/i20
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= 60 Gain Data 70 Gain Data
R E C E I V E R N | N N C A N A ﬁg‘?"%‘um ANSI/IEC IEC OES ANSI/IEC IEC OES
Measurement 2cc Coupler Coupler  2cc Coupler  Coupler
Peak 0SPL90 (dB SPL) 123 131 130 137
FITTING GUlDE HFA OSPL90 (dB SPL) 116 N/A 125 N/A
RTF OSPL90 (dB SPL) N/A 124 N/A 132
g Peak Gain (dB) 60 67 70 78
o
° HFA Full-On Gain (dB) 54 N/A 64 N/A
T
>
S RTF Full-On Gain (dB) N/A 61 N/A 72
o
£
g Frequency Range (Hz) 100-5400  100-5400 100-5300  100-5300
T
Reference Test Freq. (kHz) N/A 1.6 N/A 1.6
250 500 1K 2K 4K 8K
Frequency (Hz) HFA Frequencies (kHz) 1.0,1.6,2.5 N/A 1.0,1.6,2.5 N/A
Z Series micro RIC 312 AP 60 (gray) and Z Series Reference Test Gain (dB) 39 51 48 61
micro RIC 312 AP 70 (black) fitting ranges. Equivalent Input Noise (dB) <24-26  <24-26 <24-26  <24-26
Harmonic Distortion
SURFLINK ACCESSORY e < N < <
COMPA‘“B'L'TY 800 Hz (%) <3 <3 <3 <3
1600 Hz (%) <3 <3 <3 <3
@ @ .\ Induction Coil Sensitivity
HFA SPLITS (ANSI) (dB SPL) N/A N/A N/A N/A
Mobile Programmer Media Remote
MASL (IEC) (dB SPL) N/A N/A N/A N/A
ANSI/IEC
Battery Current (mA) 14 14 17 17
COLOR GUlDE Idle Current (mA) 1.3 1.3 1.4 1.4
Standard ‘ ‘ ‘ ‘ ‘ ‘ Estimated Battery Life
Colors
for 16-Hour Day
Bright 312 Zinc Air (days) 6-8 6-8 4-6 4-6
Colors
Tinnitus Therapy Stimulus
Max RMS Output (dB SPL) 87 87
Weighted RMS Output Level (dB SPL) 87 87
Max 1/3 Octave Output (dB SPL) 87 87

} Matrices 123/60, 130/70

} Battery Size 312

OSPL90 @ FOG50 @ OSPL0 @ FOG50 @

OSPL90 (dBSPL)
OSPL90 (dBSPL)

Frequency (Hz) Frequency (Hz)

0SPL90 (gray) and Full-On Gain (black) curves
for the Z Series micro RIC 312 AP at 123/60.

0SPL90 (gray) and Full-On Gain (black) curves
for the Z Series micro RIC 312 AP at 130/70. 8




